
INSTRUCTION MANUAL

CL7984, CL0160
Wiper for 

Compact Stations



CD-S
CD-B

CA

CS

CDE-S

CDE-B

CP

OK

EA
RT

H
IN

G
 F

U
SE U

SE O
N

LY W
ITH

 A
 250 V FU

SE

OK

ºC
ºF A

OK

0.5s/div

Ok to reset soldering Ref.

20

16

12

8

4

355

350

345

340

335

180
Sleep

W% ºC

Time

Energy

C245907 Ref.
2.3s

14W·s

---

---

ºC

19:29

Selected
Min 200 Max 400

350 ºC

0.5s/div

Ok to reset soldering Ref.

20

16

12

8

4

355

350

345

340

335

180
Sleep

W% ºC

Time

Energy

C210009 Ref.
2.3s

14W·s

---

---

ºC

19:29

Selected
Min 200 Max 400

350 ºC

0.5s/div

Ok to set up soldering Ref.

20

16

12

8

4

355

350

345

340

335

350
Sel. temp. 350ºC

W% ºC

Time

Energy

C245907 Ref.
2.3s

14W·s

---

---

ºC

19:29

0.5s/div

Ok to set up soldering Ref.

20

16

12

8

4

355

350

345

340

335

350
Sel. temp. 350ºC

W% ºC

Time

Energy

C210009 Ref.
2.3s

14W·s

---

---

ºC

19:29

0.5s/div

Ok to reset soldering Ref.

20

16

12

8

4

355

350

345

340

335

350
Sel. temp. 350ºC

W% ºC

Time

Energy

C245907 Ref.
2.3s

14W·s

2.4s

13W·s

ºC

95%

0.5s/div

Ok to reset soldering Ref.

20

16

12

8

4

355

350

345

340

335

350
Sel. temp. 350ºC

W% ºC

Time

Energy

C210009 Ref.
2.2s

18W·s

2.4s

17W·s

ºC

94%

0.5s/div

Ok to reset soldering Ref.
20

16

12

8

4

355

350

345

340

335

350
Sel. temp. 350ºC

W% ºC

Time

Energy

C245907 Ref.
2.3s

14W·s

---

---

ºC

19:29

0.5s/div

Ok to reset soldering Ref.

20

16

12

8

4

355

350

345

340

335

350
Sel. temp. 350ºC

W% ºC

Time

Energy

C245907 Ref.
2.3s

14W·s

1.3s

8W·s

ºC

38%

19:29

19:29

19:29

0.5s/div

Ok to reset soldering Ref.

20

16

12

8

4

355

350

345

340

335

350
Sel. temp. 350ºC

W% ºC

Time

Energy

C210009 Ref.
2.3s

14W·s

---

---

ºC

19:29

0.5s/div

Ok to reset soldering Ref.

20

16

12

8

4

355

350

345

340

335

350
Sel. temp. 350ºC

W% ºC

Time

Energy

C210009 Ref.
2.3s

14W·s

1.3s

8W·s

ºC

38%

19:29

1s/div

150 Time

C210-008 Ref..

4.5s ---
ºC

SOLDERING JOINT INFO 1/3

Sel. temp.
Cartridge 
Time
Max temp
Min temp
Energy
Result

Last Ref. Diff.
350ºC 350ºC

C245907
2.4s

350ºC

335ºC
13W·s

2.3s
C245907

-2%

350ºC +0%
340ºC -1%
14W·s +29%

95%

1s/div

150 Time

C210-008 Ref..

4.5s ---
ºC

SOLDERING JOINT INFO 1/3

Sel. temp.
Cartridge 
Time
Max temp
Min temp
Energy
Result

Last Ref. Diff.
350ºC 350ºC

C210009
2.4s

350ºC

335ºC
13W·s

2.3s
C210009

-2%

350ºC +0%
340ºC -1%
14W·s +29%

95%

Hibernation
Tool in the stand
Actual Temp: 140ºC

25% 75%

Power C245907
50%

19:29

325 ºC
Sel. temp.

325ºC

25% 75%

Power C245907
50%

Sleep
Tool in the stand
Actual Temp: 290ºC
Delay to hibernation: 9:43

25% 75%

Power C245907
50%

19:2919:29

Hibernation
Tool in the stand
Actual Temp: 140ºC

25% 75%

Power C210009
50%

19:29

325 ºC
Sel. temp.

325ºC

25% 75%

Power C210009
50%

Sleep
Tool in the stand
Actual Temp: 290ºC
Delay to hibernation: 9:43

25% 75%

Power C210009
50%

19:2919:29
Language

Mode

Station Settings

Tool Settings

Counters

Reset

Exit

Basic

Soldering-Assistant

Back

ModeBack

Language

Mode

Station Settings

Tool Settings

Counters

Reset

Exit

Basic

Soldering-Assistant

Back

ModeBack

Language

Mode

Station Settings

Tool Settings

Counters

Reset

Exit

Language

Mode

Station Settings

Tool Settings

Counters

Reset

Exit

C210009

CartridgeBack

Language

Mode

Station Settings

Tool Settings

Counters

Reset

Exit

C245907

Cartridge

OK

BackOK

CD-S
CD-B

CA

CS

CDE-S

CDE-B

CP

OK

EA
RT

H
IN

G
 F

U
SE U

SE O
N

LY W
ITH

 A
 250 V FU

SE

OK

ºC
ºF A

OK

0.5s/div

Ok to reset soldering Ref.

20

16

12

8

4

355

350

345

340

335

180
Sleep

W% ºC

Time

Energy

C245907 Ref.
2.3s

14W·s

---

---

ºC

19:29

Selected
Min 200 Max 400

350 ºC

0.5s/div

Ok to reset soldering Ref.

20

16

12

8

4

355

350

345

340

335

180
Sleep

W% ºC

Time

Energy

C210009 Ref.
2.3s

14W·s

---

---

ºC

19:29

Selected
Min 200 Max 400

350 ºC

0.5s/div

Ok to set up soldering Ref.

20

16

12

8

4

355

350

345

340

335

350
Sel. temp. 350ºC

W% ºC

Time

Energy

C245907 Ref.
2.3s

14W·s

---

---

ºC

19:29

0.5s/div

Ok to set up soldering Ref.

20

16

12

8

4

355

350

345

340

335

350
Sel. temp. 350ºC

W% ºC

Time

Energy

C210009 Ref.
2.3s

14W·s

---

---

ºC

19:29

0.5s/div

Ok to reset soldering Ref.

20

16

12

8

4

355

350

345

340

335

350
Sel. temp. 350ºC

W% ºC

Time

Energy

C245907 Ref.
2.3s

14W·s

2.4s

13W·s

ºC

95%

0.5s/div

Ok to reset soldering Ref.

20

16

12

8

4

355

350

345

340

335

350
Sel. temp. 350ºC

W% ºC

Time

Energy

C210009 Ref.
2.2s

18W·s

2.4s

17W·s

ºC

94%

0.5s/div

Ok to reset soldering Ref.
20

16

12

8

4

355

350

345

340

335

350
Sel. temp. 350ºC

W% ºC

Time

Energy

C245907 Ref.
2.3s

14W·s

---

---

ºC

19:29

0.5s/div

Ok to reset soldering Ref.

20

16

12

8

4

355

350

345

340

335

350
Sel. temp. 350ºC

W% ºC

Time

Energy

C245907 Ref.
2.3s

14W·s

1.3s

8W·s

ºC

38%

19:29

19:29

19:29

0.5s/div

Ok to reset soldering Ref.

20

16

12

8

4

355

350

345

340

335

350
Sel. temp. 350ºC

W% ºC

Time

Energy

C210009 Ref.
2.3s

14W·s

---

---

ºC

19:29

0.5s/div

Ok to reset soldering Ref.

20

16

12

8

4

355

350

345

340

335

350
Sel. temp. 350ºC

W% ºC

Time

Energy

C210009 Ref.
2.3s

14W·s

1.3s

8W·s

ºC

38%

19:29

1s/div

150 Time

C210-008 Ref..

4.5s ---
ºC

SOLDERING JOINT INFO 1/3

Sel. temp.
Cartridge 
Time
Max temp
Min temp
Energy
Result

Last Ref. Diff.
350ºC 350ºC

C245907
2.4s

350ºC

335ºC
13W·s

2.3s
C245907

-2%

350ºC +0%
340ºC -1%
14W·s +29%

95%

1s/div

150 Time

C210-008 Ref..

4.5s ---
ºC

SOLDERING JOINT INFO 1/3

Sel. temp.
Cartridge 
Time
Max temp
Min temp
Energy
Result

Last Ref. Diff.
350ºC 350ºC

C210009
2.4s

350ºC

335ºC
13W·s

2.3s
C210009

-2%

350ºC +0%
340ºC -1%
14W·s +29%

95%

Hibernation
Tool in the stand
Actual Temp: 140ºC

25% 75%

Power C245907
50%

19:29

325 ºC
Sel. temp.

325ºC

25% 75%

Power C245907
50%

Sleep
Tool in the stand
Actual Temp: 290ºC
Delay to hibernation: 9:43

25% 75%

Power C245907
50%

19:2919:29

Hibernation
Tool in the stand
Actual Temp: 140ºC

25% 75%

Power C210009
50%

19:29

325 ºC
Sel. temp.

325ºC

25% 75%

Power C210009
50%

Sleep
Tool in the stand
Actual Temp: 290ºC
Delay to hibernation: 9:43

25% 75%

Power C210009
50%

19:2919:29
Language

Mode

Station Settings

Tool Settings

Counters

Reset

Exit

Basic

Soldering-Assistant

Back

ModeBack

Language

Mode

Station Settings

Tool Settings

Counters

Reset

Exit

Basic

Soldering-Assistant

Back

ModeBack

Language

Mode

Station Settings

Tool Settings

Counters

Reset

Exit

Language

Mode

Station Settings

Tool Settings

Counters

Reset

Exit

C210009

CartridgeBack

Language

Mode

Station Settings

Tool Settings

Counters

Reset

Exit

C245907

Cartridge

OK

BackOK

Packing List

The following items are included:

Wiper for 

Compact Stations ........ 1 unit

Manual ............................. 1 unit 

Ref. 0029718

This manual corresponds to the following references:

 

CL7984 - red             CL0160 - black

Tapping:

Tap gently to remove excess 

solder.

Wiping:

Use the slots to remove 

remaining particles.

Features

2
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43

Wiper Replacement

Pull out the worn or dirty wiper 

(1). 

Insert the new one making sure 

that the JBC logo is the right 

way round (2).

Press the wiper down to center 

it in place (3).

At the station’s bottom side, 

pull on the tab to attach the 

wiper and secure it in place (4).
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para manuales - color gris200 mm

300 mm



This product should not be thrown in the garbage. 
In accordance with the European directive 2012/19/EU, electronic 
equipment at the end of its life must be collected and returned to an 
authorized recycling facility.

Warranty
JBC’s 2 year warranty covers this equipment against all manufacturing defects, 
including the replacement of defective parts and labour.
Warranty does not cover product wear or misuse. 
In order for the warranty to be valid, equipment must be returned, postage paid, to 
the dealer where it was purchased. 
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Specifications

CL7984, CL0160
Wiper for Compact Stations
Ref. CL7984 - red
Ref. CL0160 - black

- Total Net Weight:       24 g / 0.053 lb
- Package Dimensions / Weight:   90 x 55 x 40 mm / 34 g 
  (L x H x W)      3.54 x 2.17 x 1.57 in / 0.075 lb


