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CL6205 / CL6210
Wool

Wool Replacement for 
Manual Tip Cleaner

Inox Wool 
for Compact Stations, Stands 
& Manual Tip Cleaner
Ref. CL6205

• Provides a stronger cleaning method than 
brass wool.

• Inox particles don’t spread easily.

Brass Wool 
for Compact Stations, Stands 
& Manual Tip Cleaner
Ref. CL6210

• Provides a very effective cleaning method.

• It leaves a small layer of solder on the tip 
to prevent oxidation between cleaning and 
rewetting.
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INSTRUCTION MANUAL

1

2

Unlock the 
splashguard (1) 
and take it off 
(2). Replace the 
worn wool, put 
the splashguard 
in place and 
close it. 

40 mm

50 mm

60 mm

80 mm

100 mm

130 mm 130 mm

para manuales - color gris200 mm

300 mm

40 mm

50 mm

60 mm

80 mm

100 mm

130 mm 130 mm

para manuales - color gris200 mm

300 mm



CD-S
CD-B

CA

CS

CDE-S

CDE-B

CP

OK

EA
RT

H
IN

G
 F

U
SE U

SE O
N

LY W
ITH

 A
 250 V FU

SE

OK

ºC
ºF A

OK

0.5s/div

Ok to reset soldering Ref.

20

16

12

8

4

355

350

345

340

335

180
Sleep

W% ºC

Time

Energy

C245907 Ref.
2.3s

14W·s

---

---

ºC

19:29

Selected
Min 200 Max 400

350 ºC

0.5s/div

Ok to reset soldering Ref.

20

16

12

8

4

355

350

345

340

335

180
Sleep

W% ºC

Time

Energy

C210009 Ref.
2.3s

14W·s

---

---

ºC

19:29

Selected
Min 200 Max 400

350 ºC

0.5s/div

Ok to set up soldering Ref.

20

16

12

8

4

355

350

345

340

335

350
Sel. temp. 350ºC

W% ºC

Time

Energy

C245907 Ref.
2.3s

14W·s

---

---

ºC

19:29

0.5s/div

Ok to set up soldering Ref.

20

16

12

8

4

355

350

345

340

335

350
Sel. temp. 350ºC

W% ºC

Time

Energy

C210009 Ref.
2.3s

14W·s

---

---

ºC

19:29

0.5s/div

Ok to reset soldering Ref.

20

16

12

8

4

355

350

345

340

335

350
Sel. temp. 350ºC

W% ºC

Time

Energy

C245907 Ref.
2.3s

14W·s

2.4s

13W·s

ºC

95%

0.5s/div

Ok to reset soldering Ref.

20

16

12

8

4

355

350

345

340

335

350
Sel. temp. 350ºC

W% ºC

Time

Energy

C210009 Ref.
2.2s

18W·s

2.4s

17W·s

ºC

94%

0.5s/div

Ok to reset soldering Ref.
20

16

12

8

4

355

350

345

340

335

350
Sel. temp. 350ºC

W% ºC

Time

Energy

C245907 Ref.
2.3s

14W·s

---

---

ºC

19:29

0.5s/div

Ok to reset soldering Ref.

20

16

12

8

4

355

350

345

340

335

350
Sel. temp. 350ºC

W% ºC

Time

Energy

C245907 Ref.
2.3s

14W·s

1.3s

8W·s

ºC

38%

19:29

19:29

19:29

0.5s/div

Ok to reset soldering Ref.

20

16

12

8

4

355

350

345

340

335

350
Sel. temp. 350ºC

W% ºC

Time

Energy

C210009 Ref.
2.3s

14W·s

---

---

ºC

19:29

0.5s/div

Ok to reset soldering Ref.

20

16

12

8

4

355

350

345

340

335

350
Sel. temp. 350ºC

W% ºC

Time

Energy

C210009 Ref.
2.3s

14W·s

1.3s

8W·s

ºC

38%

19:29

1s/div

150 Time

C210-008 Ref..

4.5s ---
ºC

SOLDERING JOINT INFO 1/3

Sel. temp.
Cartridge 
Time
Max temp
Min temp
Energy
Result

Last Ref. Diff.
350ºC 350ºC

C245907
2.4s

350ºC

335ºC
13W·s

2.3s
C245907

-2%

350ºC +0%
340ºC -1%
14W·s +29%

95%

1s/div

150 Time

C210-008 Ref..

4.5s ---
ºC

SOLDERING JOINT INFO 1/3

Sel. temp.
Cartridge 
Time
Max temp
Min temp
Energy
Result

Last Ref. Diff.
350ºC 350ºC

C210009
2.4s

350ºC

335ºC
13W·s

2.3s
C210009

-2%

350ºC +0%
340ºC -1%
14W·s +29%

95%

Hibernation
Tool in the stand
Actual Temp: 140ºC

25% 75%

Power C245907
50%

19:29

325 ºC
Sel. temp.

325ºC

25% 75%

Power C245907
50%

Sleep
Tool in the stand
Actual Temp: 290ºC
Delay to hibernation: 9:43

25% 75%

Power C245907
50%

19:2919:29

Hibernation
Tool in the stand
Actual Temp: 140ºC

25% 75%

Power C210009
50%

19:29

325 ºC
Sel. temp.

325ºC

25% 75%

Power C210009
50%

Sleep
Tool in the stand
Actual Temp: 290ºC
Delay to hibernation: 9:43

25% 75%

Power C210009
50%

19:2919:29
Language

Mode

Station Settings

Tool Settings

Counters

Reset

Exit

Basic

Soldering-Assistant

Back

ModeBack

Language

Mode

Station Settings

Tool Settings

Counters

Reset

Exit

Basic

Soldering-Assistant

Back

ModeBack

Language

Mode

Station Settings

Tool Settings

Counters

Reset

Exit

Language

Mode

Station Settings

Tool Settings

Counters

Reset

Exit

C210009

CartridgeBack

Language

Mode

Station Settings

Tool Settings

Counters

Reset

Exit

C245907

Cartridge

OK

BackOK

CD-S
CD-B

CA

CS

CDE-S

CDE-B

CP

OK

EA
RT

H
IN

G
 F

U
SE U

SE O
N

LY W
ITH

 A
 250 V FU

SE

OK

ºC
ºF A

OK

0.5s/div

Ok to reset soldering Ref.

20

16

12

8

4

355

350

345

340

335

180
Sleep

W% ºC

Time

Energy

C245907 Ref.
2.3s

14W·s

---

---

ºC

19:29

Selected
Min 200 Max 400

350 ºC

0.5s/div

Ok to reset soldering Ref.

20

16

12

8

4

355

350

345

340

335

180
Sleep

W% ºC

Time

Energy

C210009 Ref.
2.3s

14W·s

---

---

ºC

19:29

Selected
Min 200 Max 400

350 ºC

0.5s/div

Ok to set up soldering Ref.

20

16

12

8

4

355

350

345

340

335

350
Sel. temp. 350ºC

W% ºC

Time

Energy

C245907 Ref.
2.3s

14W·s

---

---

ºC

19:29

0.5s/div

Ok to set up soldering Ref.

20

16

12

8

4

355

350

345

340

335

350
Sel. temp. 350ºC

W% ºC

Time

Energy

C210009 Ref.
2.3s

14W·s

---

---

ºC

19:29

0.5s/div

Ok to reset soldering Ref.

20

16

12

8

4

355

350

345

340

335

350
Sel. temp. 350ºC

W% ºC

Time

Energy

C245907 Ref.
2.3s

14W·s

2.4s

13W·s

ºC

95%

0.5s/div

Ok to reset soldering Ref.

20

16

12

8

4

355

350

345

340

335

350
Sel. temp. 350ºC

W% ºC

Time

Energy

C210009 Ref.
2.2s

18W·s

2.4s

17W·s

ºC

94%

0.5s/div

Ok to reset soldering Ref.
20

16

12

8

4

355

350

345

340

335

350
Sel. temp. 350ºC

W% ºC

Time

Energy

C245907 Ref.
2.3s

14W·s

---

---

ºC

19:29

0.5s/div

Ok to reset soldering Ref.

20

16

12

8

4

355

350

345

340

335

350
Sel. temp. 350ºC

W% ºC

Time

Energy

C245907 Ref.
2.3s

14W·s

1.3s

8W·s

ºC

38%

19:29

19:29

19:29

0.5s/div

Ok to reset soldering Ref.

20

16

12

8

4

355

350

345

340

335

350
Sel. temp. 350ºC

W% ºC

Time

Energy

C210009 Ref.
2.3s

14W·s

---

---

ºC

19:29

0.5s/div

Ok to reset soldering Ref.

20

16

12

8

4

355

350

345

340

335

350
Sel. temp. 350ºC

W% ºC

Time

Energy

C210009 Ref.
2.3s

14W·s

1.3s

8W·s

ºC

38%

19:29

1s/div

150 Time

C210-008 Ref..

4.5s ---
ºC

SOLDERING JOINT INFO 1/3

Sel. temp.
Cartridge 
Time
Max temp
Min temp
Energy
Result

Last Ref. Diff.
350ºC 350ºC

C245907
2.4s

350ºC

335ºC
13W·s

2.3s
C245907

-2%

350ºC +0%
340ºC -1%
14W·s +29%

95%

1s/div

150 Time

C210-008 Ref..

4.5s ---
ºC

SOLDERING JOINT INFO 1/3

Sel. temp.
Cartridge 
Time
Max temp
Min temp
Energy
Result

Last Ref. Diff.
350ºC 350ºC

C210009
2.4s

350ºC

335ºC
13W·s

2.3s
C210009

-2%

350ºC +0%
340ºC -1%
14W·s +29%

95%

Hibernation
Tool in the stand
Actual Temp: 140ºC

25% 75%

Power C245907
50%

19:29

325 ºC
Sel. temp.

325ºC

25% 75%

Power C245907
50%

Sleep
Tool in the stand
Actual Temp: 290ºC
Delay to hibernation: 9:43

25% 75%

Power C245907
50%

19:2919:29

Hibernation
Tool in the stand
Actual Temp: 140ºC

25% 75%

Power C210009
50%

19:29

325 ºC
Sel. temp.

325ºC

25% 75%

Power C210009
50%

Sleep
Tool in the stand
Actual Temp: 290ºC
Delay to hibernation: 9:43

25% 75%

Power C210009
50%

19:2919:29
Language

Mode

Station Settings

Tool Settings

Counters

Reset

Exit

Basic

Soldering-Assistant

Back

ModeBack

Language

Mode

Station Settings

Tool Settings

Counters

Reset

Exit

Basic

Soldering-Assistant

Back

ModeBack

Language

Mode

Station Settings

Tool Settings

Counters

Reset

Exit

Language

Mode

Station Settings

Tool Settings

Counters

Reset

Exit

C210009

CartridgeBack

Language

Mode

Station Settings

Tool Settings

Counters

Reset

Exit

C245907

Cartridge

OK

BackOK

Unlock the 
splashguard (1) 
and take it off (2). 
Replace the worn 
wool (3), put the 
splashguard in 
place and close it. 

Splashguard

Wool Replacement for Stands

Lift the wiper at its 
front edge (1) and 
remove the wiper 
by pulling it out (2). 

Replace the wool 
with a new one (3) 
and fit the wiper 
back in place.
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Wool Replacement for Compact Stations
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Wool

Wool

Wiper


